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Make your building 

stand out 
from the crowd.
Brilliant white and vibrant color LED lighting make a difference.
Attention is the commodity every building owner can never get enough of, 
since it attracts visitors, customers, and tenants. More traffic adds value to a 
property, from restaurants to stores to office towers. 

But how can you get more attention? With Vaya Linear—high-impact LED 
lighting for grazing and wall-washing applications. Economical and reliable, 
Vaya Linear is already lighting hundreds of high-visibility locations throughout 
the world. Is your building next?

Vaya brings high-quality, affordable exterior 
and interior LED lighting solutions to customers 
and sites throughout the world. Our full family 
of popular luminaires includes a wide range 
of choices, from flood lighting to direct-view 
lighting. No matter what Vaya luminaire you 
choose, you get great lighting and proven 
reliability, all at a price that fits your budget.

Vaya Linear means versatility
We developed the Vaya Linear family to deliver 
exceptional wall washing and grazing—plus the 
right balance of performance and affordability—
to commercial and residential buildings, bridges 
and landmarks, municipal buildings, public 
spaces and more.

No two buildings are exactly alike. That’s why 
Vaya Linear brings you a range of solutions 
that meet the needs of your specific project. 
It’s available in color-changing and static white 

linear luminaires, as well as options for output 
and light distribution, ensuring that you get the 
light you need—without paying more.

Turn buildings into icons, places into 
experiences
Vaya Linear helps today’s building owners, 
real estate developers, lighting designers and 
specifiers explore new creative possibilities. 
Brand your building (or buildings) with a 
specific color, or vary it depending on the 
time of day or season, or for holidays or other 
special occasions. Raise safety and visibility by 
illuminating municipal buildings, town squares, 
and other public spaces, interior or exterior. 
With Vaya Linear, you can be confident that your 
lighting will achieve your goals and create the 
exact look you want—right from the start and for 
years to come. And get maximum impact from 
your investment.
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What makes Vaya 
Linear right for you?

The 
right output 

at the right value
Vaya Linear gives you 
the lighting you need, 

without added cost 
and complexity.

Choosing an LED lighting solution is an important aesthetic decision, since 
lighting has a big impact on the look of your building, now and for years 
to come. It’s also an important financial decision, since you need to find a 
right-sized solution that meets your specific needs and budget. And finally, 
consider the technical impact. Any lighting solution you choose needs to fit 
seamlessly into your building, and integrate smoothly with lighting controls 
and others key solution elements. With Vaya Linear, the choice is simple. 
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We designed Vaya Linear to keep all elements of LED 
lighting simple, cost-effective, and reliable. 

You get:

Unequalled flexibility 
Vaya Linear is right for a wide range of wall washing/grazing 
applications, from small (store entrances) to larger installations 
(commercial office buildings). It’s right for any area where 
high-quality lighting—including light shows and effects—add 
engagement, impact, and emotional response.

Cost-cutting efficiency 
Thanks to extensive research and development and smart 
design choices, Vaya Linear is extremely efficient to operate, 
reducing costs year after year.

Complete solution  
Vaya Linear integrates seamlessly with other Vaya products, as 
well as third-party systems. 

Easy installation 
Vaya Linear is simple to install, even for electrical contractors 
with limited experience. Its simple connections (push and click 
connectors) and integrated AC line voltage input (no need 
for awkward, brick-sized power supplies) make the whole 
installation process faster and easier for everyone involved.

Proven reliability 
Vaya Linear is a proven solution with hundreds of trouble-
free implementations and satisfied customers around the 
world—achieving a level of reliability far beyond entry-level 
luminaires, which can require frequent replacement. Our 
rigorous testing makes it happen—testing that goes far 
beyond that performed with comparable luminaires.

Global reach 
Vaya can bring exceptional (and cost-effective) lighting 
solutions to large-scale implementations, such a chain of 
retail stores, maintaining brand consistency between sites and 
across borders.

A clear vision of the future 
Vaya is driven by, and responsive to, the evolving needs of 
the marketplace, continuously adding new capabilities and 
innovations to Vaya Linear and the rest of our extensive 
portfolio of lighting solutions.

These reasons and more make Vaya Linear the  
right choice for a diverse range of projects,  
buildings, structures, and other sites. That’s why so 
many buildings around the world are illuminated 
with Vaya Linear.
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Find the
Vaya Linear luminaire 
that meets your needs.
Vaya Linear lets you choose the type of light, power level, 
and beam angle that you need for a wide range of interior 
and exterior linear lighting applications. But all Vaya Linear 
luminaires share the core qualities of flexibility, simple 
installation, and long-term reliability. Here we explore the 
three members of the Vaya Linear family—Vaya Linear MP, 
Vaya Linear LP, and Vaya Linear MP Landscape.



9

Find the
Vaya Linear luminaire 
that meets your needs.

All the 
Advantages
All Vaya Linear luminaires bring 
you:

Simple installation 
Integrated power supply and waterproof connectors 
makes wiring simple, fast, and reliable. Vaya LP Linear 
luminaires directly process 100 to 240 VAC input, while 
Linear MP processes 100 to 270 VAC—eliminating the 
need for bulky external low voltage power supplies 
and related cabling limitations. The result? Greater 
installation flexibility and a fast, lean process. 

Consistency 
Achieve consistency of 3 MacAdam ellipses, 
appropriate for mainstream white lighting. 

Color temperature choices 
Options from warm 2700 K to cool 5000 K let you 
choose the white light color temperature that’s right 
for your project.

Optional dimming 
On-Off or DMX-512 control allows for dimming and 
dynamic control with industry standard protocols, 
allowing for easy setup and third-party system 
integration.
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What it does best. 
Lighting signs and highlighting specific landscape elements.

What you need to know. 
Vaya Linear MP Landscape is very similar to Vaya Linear MP—with the 
same output, power, color temperature range, form factor, and other 
capabilities. But it offers NPT thread mounts for landscape use and a 
single, open-wire power feed. Its wide 50° option makes it perfect for 
lighting signs and other elements.

Vaya Linear MP The right choice for grazing 
mid-height walls and façades.

Vaya Linear MP Landscape The right 
choice for sign lighting and landscape applications.

  Linear MP, RGB Linear MP, White and Mono

 Output RGB Standard: 3000K, 4000K
   Custom: 2700K, 5000K, R, G, B, A

 Lumens per foot 477 - 484 792 - 874

 Length 0.3 m (1 ft), 1.2 m (4 ft)

 Beam angles 10°x50° or 50°

 Input voltage 100V to 277V, 50/60Hz input

  Linear MP Landscape

 Output 3000K, 4000K

What it does best. 
Grazing interior and exterior walls and façades of shops and hotels, 
illuminating bridges and architectural landmarks. Throws light up to 98 feet 
(with the elliptical beam option) achieving attention-getting brightness 
(10lx up to 30m/1fc).

What you need to know. 
Vaya Linear MP is a reliable and cost-effective LED wall grazing fixture for 
both interior and exterior use. It minimizes your initial investment, while 
enabling a wide range of eye-catching wall washing and grazing effects. 
A flexible solution for façade lighting, Vaya Linear MP provides a wide 
range of color and color temperature options in either static on/off or with 
dynamic color control, and wide or elliptical beam angles.
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What it does best. 
Exterior cove lighting and low-level grazing of commercial and residential 
façades, highlighting architectural features and alcoves. Miniature 
size and custom-designed optics are ideal for small spaces and close 
setbacks.

What you need to know. 
Vaya Linear LP is a super-slim outdoor linear fixture for low-level grazing 
applications and cove lighting. Its slim form factor is ideal for space-
restricted applications with limited setback or allowable install height. 
Small but robust, Vaya Linear LP offers a variety of white tones and color 
options, wide and elliptical beam angles, and static on/off- or dynamic 
control options.

Vaya Linear LP Slim form factor for space-
restricted cove lighting and low-height grazing.

  Linear LP, RGB Linear LP G2, White

 Output RGB Standard: 3000K, 4000K
   Custom: 2700K, 5000K

 Lumens per foot 144 - 153  370 - 444

 Length 0.6 m (2 ft) and 1.2 m (4 ft)

 Beam angles 120° or 28° x 84°

 Input voltage 100 to 240 VAC, 50/60 Hz

 Environment IP66, wet location listed, IK07

 Housing material Extruded aluminum, dark gray anodized finish

 Lens Clear tempered glass

Custom: Linear LP Mono R, G, B, A
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A closer look at 
Vaya Linear

Color or White Light.  
Vaya Linear MP offers static 
white (3000 K, 4000 K) 
and dynamic RGB.

Custom 2700 K, 5000 K 
white and R, G, B and A 
versions available. 

Vaya Linear MP 
Landscape is very 
similar to Vaya Linear 
MP—available in static 
white with the same 
output, power, color 
temperature range, 
form factor, and other 
capabilities. But it 
offers 1/2 in NPS thread 
mounts for landscape 
use and a single, 
open-wire power feed. 
Its wide 50° option 
makes it perfect for 
lighting signs and other 
landscape elements.

Robust Design. An anodized 
aluminum housing, tempered glass, 
pressure equalizing air vents and IP66 
outdoor rating protect all Vaya Linear 
luminaires against harsh outdoor 
environments, while waterproof 
connectors ensure reliable and fast 
installation.

Two Lengths. Choose from two 
lengths of Vaya Linear MP—0.3 m  
(1 ft) and 1.2 m (4 ft) to fit the specific 
dimensions of your linear lighting 
application. 
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Compact Size. Vaya Linear MP luminaires feature a 
very compact design, while Vaya Linear LP G2’s super-
slim form factor is even more compact.

Vaya Linear MP Vaya Linear LP

Vaya Linear LP 
also offers two 
lengths— 0.6 m (2 
ft) and 1.2 m (4 ft). 

Color or White Light.  
Vaya Linear LP offers static 
white (3000 K, 4000 K) 
and dynamic RGB.

Custom 2700 K, 5000 K 
white and R, G, B and A 
versions available. 

Wide and Elliptical Beam Angles. Vaya Linear MP offers 
wide (50°) and elliptical (10° x 50°) options.

Vaya Linear LP offers a wide (120°) and elliptical  
(28° x 84°) option as well. These options let you choose 
the punch and throw that you need.



Vaya Linear Showcase

Example 1 Highlighting a hotel court and façade with white light.

The DoubleTree by Hilton OVO Wrocław is a prestigious apartment and hotel complex in the center of Wrocław, 
Poland, including apartments, a DoubleTree hotel (by Hilton), office spaces, a casino, and a fitness club. More than 
300 meters (984 feet) of Vaya Linear luminaires provide a subtle accent to the curved exterior. With thousands of 
high-output, carefully controlled, and reliable Vaya Linear luminaires, the OVO Wrocław raises the entire complex’s 
appeal, ensures the safety of guests, and creates an elegant look by day and night. 

Product Number of luminaires  Beam Angle  Spacing

Vaya Linear MP, White 285 50°    Adjacent for continuous line of light
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Example 2 Creating a memorable experience for mall visitors.

Lucky One—one of the largest shopping malls in Pakistan—features dynamic LED lighting that creates stunning 
light effects on its extensive façade—transforming the mall into one of the city’s most iconic landmarks. Hundreds of 
Vaya Linear MP luminaires—controlled by the Signify iPlayer 3 controller—illuminate the mall façade with millions of 
vivid colors and spectacular light shows. The façade can be lit in special colors for events and holidays—attracting 
mall visitors and leaving them with a lasting impression. Compared to conventional lighting, the Vaya solution is 
expected to deliver up to 60 percent energy savings, as well as lower operation and maintenance costs.

Product Number of luminaires  Beam Angle Spacing

Vaya Linear MP, RGB 220 10° x 50° Horizontal and vertically spaced for even illumination
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Example 3 Vibrantly lighting a landmark in Columbia.

Viaducto de la Novena, also known as Viaducto Provincial, is a cable-stayed bridge located in Bucaramanga, 
Colombia. The bridge stretches 550 m (1,804 ft) long and stands 130 m (427 ft) high, making it the longest urban 
bridge in South America and the tallest in Colombia. Lighting Designer Elias Cisneros from 333 Luxes and 
engineering firm EME Ingenieria chose Color Kinetics Vaya luminaires for their outstanding control capabilities.  
Vaya Linear MP RGB fixtures were attached to the bridge cables as direct view elements.

Vaya Linear Showcase
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Product Number of luminaires  Beam Angle Spacing

Vaya Linear MP, RGB 2,200 50°  2m (6.6 ft) between luminaires



Example 4 Boosting safety and sustainability—while reenforcing branding.

PT Total Oil Indonesia made Vaya Linear LED lighting a critical part of its gas stations, located throughout Indonesia. 
Vaya Linear illuminates fueling areas and other locations with bright, clean light that improves visual comfort and 
safety—while reducing energy consumption and maintenance costs. With Vaya Linear, PT Total Oil Indonesia can 
achieve its cost-efficiency and sustainability goals while providing optimal lighting quality and performance.

17

Product Quantity  Beam Angle  Spacing

Vaya Linear MP, White 12 - 20 luminaires per station 50°  various



Example 5 Transforming a cultural center in Romania.

Constructed in the early 1900s, the Palace of Culture in Iasi, Romania recently underwent a major restoration that 
modernized its lighting—bringing new life to this iconic symbol of the beauty and history of Moldavia. Vaya Linear 
luminaires accent the neo-gothic architecture of the building, highlighting architectural details such as the 55 m (180 ft) 
clock tower, and the 92 windows of its façade. The result? Advanced Vaya Linear LED lighting provides a unique identity 
for the building and increases the attractiveness of the area as a tourist and business destination. The renovated lighting 
is also expected to be approximately 75 percent more energy-efficient than the previous conventional lighting.

Vaya Linear Showcase
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Product Quantity  Beam Angle Spacing

Vaya Linear MP, White 315 10° x 50°  1.5 m (5 ft)  between windows with jumper cables



Example 6 Revitalizing a major civic center in Poland.

Located in west-central Poland, Poznań is one of the oldest and largest cities in the country—and a major center 
of trade, industry, technology, education, tourism, and culture. Vaya Linear brings eye-catching dynamic lighting to 
Poznań City Center, revitalizing the area, branding it clearly, and establishing the center’s mall as a high-end shopping 
center. The mall’s façade is illuminated with color-changing Vaya Linear luminaires, installed in the overhang of 
recessed lines wrapping around the façade, aimed down, and covered with a layer of frosted glass. The fixtures create 
stripes of dynamic color and subtle wall-washing accents around the entrance to the mall—inviting visitors in.
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Product Quantity  Beam Angle  Spacing

Vaya Linear MP, RGB 1,500 50°   70 mm (2.75 in) behind frosted glass



Vaya Linear MP Specifications

  Lumens per foot Efficacy lm/w CRI Power per foot

Vaya Linear MP, RGB 10° x 50° 484 - - 18 W

 50° 477 - - 18 W

Vaya Linear MP, 3000 K  10° x 50° 792 54.3 78 18 W

 50° 848 57.9 78 18 W

Vaya Linear MP, 4000 K 10° x 50° 844 59 83 18 W

 50° 874 61.1 83 18 W

Vaya Linear MP Landscape, 3000 K 50° 848 57.9 78 18 W

Vaya Linear MP Landscape, 4000 K 50°  874 61.1 83 18 W

General Information

Beam Angles 10° x 50°, and 50°

Input Voltage 100 to 277 VAC, 50/60 Hz 

Housing Material Extruded aluminium, dark grey anodized finish

Lens Clear tempered glass

Mechanical Impact IK06

Approbations UL/cUL, FCC Class A, CE, PSE, CQC, RCM

Environment Dry/Damp/Wet Location, IP66

  305 mm (1 ft) 1.2m (4 ft) 

Weight 1.3 kg (2.9 lb) 3.6 kg (7.9 lb)

Linear MP dimensions  

Including mounting hinge 102 x 310 x 73 mm 102 x 1,210 x 73 mm 

 (4 x 12 x 3 in) (4 x 48 x 3 in) 

Excluding mounting hinge 67 x 310 x 64 mm 67 x 1,210 x 64 mm 

 (3 x 12 x 3 in) (3 x 48 x 3 in)

Linear MP Landscape dimensions  

Including mounting hinge 132 x 310 x 93 mm 132 x 1,210 x 93 mm 

 (5 x 12 x 4 in) (5 x 48 x 4 in) 

Excluding mounting hinge 67 x 310 x 64 mm 67 x 1,210 x 64 mm 

 (3 x 12 x 3 in) (3 x 48 x 3 in)

 20



For further information

Complete details of every family including part numbers, installation instructions, specification sheets, .ies files, and 
product drawings can be found on the respective product pages.

Vaya Linear MP
RGB

Vaya Linear MP
White & Mono

Vaya Linear MP
Landscape
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Dimensions

Vaya Linear MP, LandscapeVaya Linear MP UL, CE Vaya Linear MP, CE/CQC
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Accessories 
A wide range of accessory options lets you customize Vaya Linear.

Vaya Linear LP and MP Item Number Signify 12NC

Vaya Linear LP-MP RGB Leader Cable, 15 m (50 ft), CE 308-000003-03 912400130047
Vaya Linear LP-MP White Leader Cable, 15 m (50 ft), CE 308-000003-00 912400130044
Vaya Linear LP-MP RGB Jumper Cable, 1.5 m (5 ft), CE 308-000003-05 912400130049
Vaya Linear LP-MP White Jumper Cable, 1.5 m (5 ft), CE 308-000003-02 912400130046
Vaya Linear LP-MP RGB Jumper Cable, 0.3 m (1 ft), CE 308-000003-04 912400130048
Vaya Linear LP-MP White Jumper Cable, 0.3 m (1 ft), CE 308-000003-01 912400130045
Vaya Linear LP-MP RGB Leader Cable, 15 m (50 ft), UL 308-000003-09 912400130053
Vaya Linear LP-MP White Leader Cable, 15 m (50 ft), UL 308-000003-06 912400130050
Vaya Linear LP-MP RGB Jumper Cable, 1.5 m (5 ft), UL 308-000003-11 912400130055
Vaya Linear LP-MP White Jumper Cable, 1.5 m (5 ft), UL 308-000003-08 912400130052
Vaya Linear LP-MP RGB Jumper Cable, 0.3 m (1 ft), UL 308-000003-10 912400130054
Vaya Linear LP-MP White Jumper Cable, 0.3 m (1 ft), UL 308-000003-07 912400130051
DMX Splitter & Booster (RDM-6 Wall) 303-000002-00 910503704250
SmartJack Pro 103-000024-00 910503700582
Multi-Protocol Converter 104-000015-00 910503701414
Multi-Protocol Converter 8 104-000018-00 912400136052

http://www.colorkinetics.com/vaya/linear-mp-rgb/
http://www.colorkinetics.com/vaya/linear-mp-white/
http://www.colorkinetics.com/vaya/linear-mp-landscape/
http://www.colorkinetics.com/vaya/linear-mp-rgb/
http://www.colorkinetics.com/vaya/linear-mp-rgb/
http://www.colorkinetics.com/vaya/linear-mp-white/
http://www.colorkinetics.com/vaya/linear-mp-white/
http://www.colorkinetics.com/vaya/linear-mp-landscape/
http://www.colorkinetics.com/vaya/linear-mp-landscape/


22

Vaya Linear LP Specifications

  Lumens per foot Efficacy lm/w CRI Power per foot

Vaya Linear LP, RGB 28° x 84° 144 - - 7 W

 120° 153 - - 7 W

Vaya Linear LP G2, 3000 K  28° x 84° 428 98.8 82 4.4 W

 120° 370 84.3 82 4.4 W

Vaya Linear LP G2, 4000 K 28° x 84° 444 102.7 83 4.3 W

 120° 375 86.6 83 4.3 W

General Information

Beam Angles 28°x 84° or 120°

Input Voltage 100 to 240 VAC, 50/60 Hz 

Housing Material Extruded aluminium, dark grey anodized finish

Lens Clear tempered glass

Mechanical Impact IK07

Approbations UL/cUL, FCC Class A, CE, PSE, CQC, RCM

Environment Dry/Damp/Wet Location, IP66

  0.6 m (2 ft) 1.2m (4 ft) 

Weight 1 kg (2.2 lb) 2 kg (4.4 lb)

Linear LP dimensions  

Including mounting hinge 57 x 600 x 68 mm 56.6 x 1200 x 68 mm 

 (2.23 x 24 x 2.69 in) (2.23 x 48 x 2.69 in) 

Excluding mounting hinge 57 x 600 x 35 mm 57 x 1200 x 35 mm 

 (2.23 x 24 x 1.37 in) (2.23 x 48 x 1.37 in)
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For further information

Complete details of every family including part numbers, installation instructions, specification sheets, .ies files, and 
product drawings can be found on the respective product pages.

Vaya Linear LP
RGB

Vaya Linear LP G2
White & Mono

Vaya Linear LP 
Mono

Dimensions

Vaya Linear LP, UL Vaya Linear LP, CE/CQC/PSE

.6 m (2 ft)

.52 m (1.69 ft)

1.07 m (3.52 ft)
68.24 mm
(2.69 in)

34.79 mm
(1.37 in)

56
.5

7 
m

m
(2

.2
3 

in
)

.6 m (2 ft)

.52 m (1.69 ft)

1.07 m (3.52 ft)
68.24 mm
(2.69 in)

34.79 mm
(1.37 in)

56
.5

7 
m

m
(2

.2
3 

in
)

1.2 m (4 ft)

1.11 m (3.63 ft)

1.66 m (5.46 ft)
68.24 mm
(2.69 in)

34.79 mm
(1.37 in)

56
.5

7 
m

m
(2

.2
3 

in
)

1.2 m (4 ft)

1.11 m (3.63 ft)

1.66 m (5.46 ft)
68.24 mm
(2.69 in)

34.79 mm
(1.37 in)

56
.5

7 
m

m
(2

.2
3 

in
)

Accessories 
A wide range of accessory options lets you customize Vaya Linear.

Vaya Linear LP and MP Item Number Signify 12NC

Vaya Linear LP-MP RGB Leader Cable, 15 m (50 ft), CE 308-000003-03 912400130047
Vaya Linear LP-MP White Leader Cable, 15 m (50 ft), CE 308-000003-00 912400130044
Vaya Linear LP-MP RGB Jumper Cable, 1.5 m (5 ft), CE 308-000003-05 912400130049
Vaya Linear LP-MP White Jumper Cable, 1.5 m (5 ft), CE 308-000003-02 912400130046
Vaya Linear LP-MP RGB Jumper Cable, 0.3 m (1 ft), CE 308-000003-04 912400130048
Vaya Linear LP-MP White Jumper Cable, 0.3 m (1 ft), CE 308-000003-01 912400130045
Vaya Linear LP-MP RGB Leader Cable, 15 m (50 ft), UL 308-000003-09 912400130053
Vaya Linear LP-MP White Leader Cable, 15 m (50 ft), UL 308-000003-06 912400130050
Vaya Linear LP-MP RGB Jumper Cable, 1.5 m (5 ft), UL 308-000003-11 912400130055
Vaya Linear LP-MP White Jumper Cable, 1.5 m (5 ft), UL 308-000003-08 912400130052
Vaya Linear LP-MP RGB Jumper Cable, 0.3 m (1 ft), UL 308-000003-10 912400130054
Vaya Linear LP-MP White Jumper Cable, 0.3 m (1 ft), UL 308-000003-07 912400130051
DMX Splitter & Booster (RDM-6 Wall) 303-000002-00 910503704250
SmartJack Pro 103-000024-00 910503700582
Multi-Protocol Converter 104-000015-00 910503701414
Multi-Protocol Converter 8 104-000018-00 912400136052
LP only
Vaya Linear LP Glare Shield, 0.6 m (2 ft) 320-000010-00 912400130180
Vaya Linear LP Glare Shield, 1.2 m (4 ft) 320-000010-01 912400130181

http://www.colorkinetics.com/vaya/linear-lp-rgb/
http://www.colorkinetics.com/vaya/linear-lp-g2-white/
http://www.colorkinetics.com/vaya/linear-lp-mono/
http://www.colorkinetics.com/vaya/linear-lp-rgb/
http://www.colorkinetics.com/vaya/linear-lp-rgb/
http://www.colorkinetics.com/vaya/linear-lp-g2-white/
http://www.colorkinetics.com/vaya/linear-lp-g2-white/
http://www.colorkinetics.com/vaya/linear-lp-mono/
http://www.colorkinetics.com/vaya/linear-lp-mono/
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